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(57) ABSTRACT

The preferred embodiments of the present invention provide
an apparatus structured and arranged to securely clamp an
object to a support structure. The most preferred embodi-
ments of the present invention comprise a clamping apparatus
configured to secure a long rifle or other firearm to a tripod,
using a standard camera mounting bracket. In this embodi-
ment, the clamping apparatus comprises a base with a pair of
substantially L-shaped interlocking brackets and a pair of
spring-loaded cam locking mechanisms used to fix the
L-shaped brackets in position. Additional preferred embodi-
ments of the present invention comprise rubber pads or other
protective material affixed to the surface of the clamping
apparatus to minimize damage to the object being clamped. A
method of using the clamping apparatus is also disclosed.
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1
APPARATUS AND METHOD FOR CLAMPING

BACKGROUND OF THE INVENTION

1. Technical Field

The present invention relates generally to the field of
clamps and more specifically relates to an apparatus for
clamping or fixing objects in position using one or more
support structures such as a camera tripod.

2. Background Art

Hunting is a popular sport in many countries, including the
United States. The thrill and adventure of hunting, set against
the scenic backdrop of the great outdoors, proves irresistible
for many. In order to have a successful hunt, a hunter will need
to be well equipped for the hunting trip. Depending on the
length and type of hunting trip, a typical hunter will typically
prepare and carry firearms, ammunition, food, water, cloth-
ing, etc. These are generally considered to be the minimum
requirements for a successful hunting trip.

In addition to the basic essential items needed for the hunt,
many hunters have found that certain types of optional equip-
ment can make the hunt more enjoyable and more successful.
Some hunters may travel with tents and sleeping bags, cots
and pillows, among other items. Other hunters may include
additional equipment such as a support stand for their long
rifle, to provide more stability for the long distance shots that
many hunting scenarios require. Further, many hunters will
choose to carry GPS devices, cell phones, binoculars,
monoculars, scopes, and various other optics for spotting and
locating game in the field. In addition, given the beauty of the
environment, many hunters also like to carry a still or video
camera to document their trip and, hopefully, their success on
the hunt. Many of these items may also require the use of a
tripod to assist the hunter when using the device, including,
for example, a tripod for securely positioning a camera or an
optical scope. Additionally, many of the support stands or
tripods for these optional devices are not well adapted for
other types of equipment due to the size and/or weight of the
device.

Since many of these devices have their own dedicated
support apparatus, a hunter could end up carrying a signifi-
cant amount of extra gear. For example, if a hunter will be
backpacking through a dense forest for an extended period of
time or over a considerable distance, it may be necessary to
sacrifice certain items that would otherwise be included in the
inventory, simply because the size and/or weight of the object
outweighs its probable value to the hunter. In fact, given the
extra weight and space associated with the decision to include
these optional items in the inventory, it may be necessary to
leave some otherwise desirable equipment behind. This may
force a hunter to make choices based on a rationale other than
what would be best for the hunt.

Accordingly, there exists a need for additional types of
equipment that the average hunter can use to reduce the need
to carry special purpose devices on a hunt. It would be desir-
able to have one or more multi-purpose devices that could be
deployed in a variety of situations and used in conjunction
with more than one piece of equipment. Without additional
improvements in the type and flexibility of equipment avail-
able to hunters, the overall hunting experience will continue
to be sub-optimal.

BRIEF SUMMARY OF THE INVENTION

The preferred embodiments of the present invention pro-
vide an apparatus structured and arranged to securely clamp
an object to a support structure. The most preferred embodi-
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ments of the present invention comprise a clamping apparatus
configured to secure a long rifle or other firearm to a tripod,
using a standard camera mounting bracket. In this embodi-
ment, the clamping apparatus comprises a base with a pair of
substantially L-shaped interlocking brackets and a pair of
spring-loaded cam locking mechanisms used to fix the
L-shaped brackets in position. Additional preferred embodi-
ments of the present invention comprise rubber pads or other
protective material affixed to the surface of the clamping
apparatus to minimize damage to the object being clamped. A
method of using the clamping apparatus is also disclosed.

BRIEF DESCRIPTION OF THE DRAWINGS

The preferred embodiments of the present invention will
hereinafter be described in conjunction with the appended
drawings, wherein like designations denote like elements
and:

FIG. 1 shows a perspective view of a clamping system in
accordance with a preferred embodiment of the present
invention;

FIG. 2 shows an exploded perspective view of a clamping
apparatus in accordance with a preferred embodiment of the
present invention;

FIG. 3 shows an exploded end view of a clamping appara-
tus in accordance with a preferred embodiment of the present
invention;

FIG. 4 shows an exploded top view of a clamping apparatus
in accordance with a preferred embodiment of the present
invention;

FIG. 5 shows an side view of the two plates for a clamping
apparatus in accordance with a preferred embodiment of the
present invention; and

FIG. 6 is a flowchart illustrating a preferred method of use
for a clamping apparatus in accordance with a preferred
embodiment of the present invention.

DETAILED DESCRIPTION

Referring now to FIG. 1, a perspective view of a clamping
system 100 in accordance with a preferred embodiment of the
present invention is depicted. Clamping system 100 most
preferably comprises at least one spring-loaded clamping
mechanism 102 deployed in combination with at least sup-
port structure such as tripod 118. In the most preferred
embodiments of the present invention, clamping mechanism
102 is configured to be selectively and removably attached to
at least one object, such as firearm 105. As shown in FIG. 1,
clamping mechanism 102 may be removably attached to
stock 108 of firearm 105, which is forward of trigger guard
107 thereby providing a support structure for firearm 105.
While shown as a long rifle in FIG. 1, those skilled in the art
will recognize that firearm 105 may be any of a rifle, a shot-
gun, a muzzleloader, or a handgun, any of which may be
mounted in clamping mechanism 102 of clamping system
100.

In the most preferred embodiments of the present inven-
tion, tripod 118 is a standard universal camera-style tripod
with a standard quick-release head mount that accepts a stan-
dard camera mounting plate. Clamping mechanism 102 will
be configured with a standard mounting plate affixed to the
bottom of clamping mechanism 102. In this fashion, firearm
105 may be quickly and easily attached to and detached from
tripod 118.

Those skilled in the art will recognize that other types of
support structures, such as bench mounts and the like, and
other portable support structures such as monopods and
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bipods, may also be suitably employed and the various
embodiments of the present invention are not limited to the
use of any specific support structure. However, in the most
preferred embodiments of the present invention, clamping
system 100 permits a user to use a standard camera tripod 118
for selectively and alternatively holding either firearm 105 or
camera or other objects such as scopes, binoculars and other
long range optics, preferably separately or alternately prefer-
ably in combination with each other.

In the most preferred embodiments of the present inven-
tion, clamping apparatus 102 and a camera will each be
provided with their respective standard camera mounting
plate, thereby providing the user the ability to quickly and
easily switch between either mounting firearm 105 or mount-
ing a camera using the same tripod 118. Those skilled in the
art will readily recognize that clamping mechanism 102 may
also be used to secure other objects to tripod 118 by providing
away to retrofit and attach a standard camera mounting plate
to objects manufactured without any mechanism for securing
the object to a tripod.

In addition to the benefit of rapid mounting and dismount-
ing of firearm 105, clamping system 100 preferably aids
handicapped and/or novice hunters that may not be able to
maintain a firm grip on firearm 105. Certain hunters have
difficulties handling firearms due to the loss of function in one
or more limbs. The use of clamping system 100 will allow
these hunters additional options for safe and controlled hunt-
ing experiences. The present invention also offers the option
for the more experienced user to first locate the quarry and
then lock the gun into position on the quarry and leave the
“shot” for a less experienced user. Further, clamping system
100 may serve to substantially reduce recoil or “kick” that
would normally be experienced by a user. This will help to
alleviate the fear and uncertainty that some novice hunters
may have.

Upon reading this specification, those with ordinary skill in
the art will now appreciate that, under appropriate circum-
stances, considering such issues as design preference, user
preferences, marketing preferences, cost, structural require-
ments, available materials, technological advances, etc., the
present invention may be readily adapted for other clamping
methods and objects. For example, the use of powered or
unpowered clamps with various configurations may be used
to clamp various other objects such as crossbows, binoculars,
telescopes, movie cameras, etc. Additionally, clamping
mechanism 102 may be further adapted to fit on alternate
stands, alternate tripods, stands having more than three legs,
tripods being used for other stabilization means or uses, etc.
without departing from the spirit or scope of the present
invention.

As shown in FIG. 1, clamping system 100 provides a
substantially stable, consistent supporting means for firearm
105, thereby reducing fatigue in the user, assisting the user in
maintaining a relatively sure grip, and allowing a true shot to
be fired. In the most preferred embodiments of the present
invention, tripod 118 is adjustable and adapted for use in
many different terrains and environments. Further, tripod 118
is most preferably durable, lightweight and substantially
compact. Tripod 118 may be selected based upon size and
according to the best-fit for the terrain and hunting and/or
shooting occasion. These and other features preferably allow
the user to efficiently carry and deploy clamping system 100
in a wide variety of hunting situations, while also allowing for
the use of a camera, hunting optics, etc. with a single tripod.

Referring now to FIG. 2 an exploded perspective view of
clamping mechanism 102 of the clamping system 100 of FIG.
1 in accordance with a preferred embodiment of the present
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invention is depicted. In the most preferred embodiments of
the present invention, clamping mechanism 102 comprises: a
bracket 210; a bracket 215; a first threaded rod or connector
222; a second threaded rod or connector 222; a first spring
230; and a second spring 230. Bracket 215 comprises a first
aperture 217 and a second aperture 217. Bracket 210 further
comprises a first threaded aperture 216 and a second threaded
aperture 216.

Apertures 217 are most preferably sized to allow threaded
connectors 222 to pass through without any significant bind-
ing. In other words, the outer diameter of threaded connectors
222 is at least somewhat smaller than the inside diameter of
apertures 217. This relationship allows threaded connectors
222 to pass through apertures 217 for assembly of clamping
apparatus 102.

Threaded apertures 216 are matchingly threaded to the
thread count of threaded connectors 222 so as to receive
threaded connectors 222 during the assembly of clamping
apparatus 102. Prior to inserting threaded connectors 222 into
the respective threaded apertures 216, but after the threaded
portion of threaded connectors 222 are passed through aper-
tures 217, springs 230 are placed over the threaded portion of
threaded connectors 222.

In the most preferred embodiments of the present inven-
tion, Bracket 210 and Bracket 215 are manufactured from a
non-ferrous material, such as aluminum or aluminum alloy.
However, upon reading this specification, those with ordinary
skill in the art will now appreciate that under appropriate
circumstances, considering such issues as design preference,
user preferences, marketing preferences, cost, structural
requirements, available materials, technological advances,
etc., other materials such as various suitable alloy combina-
tions of ferrous or non-ferrous metals, plastics, ceramics,
composites, etc., may be suitable for manufacturing bracket
210 and bracket 215. Additionally, although bracket 210 and
bracket 215 are shown as substantially [-shaped brackets,
those skilled in the art will recognize that other shapes may be
suitably employed.

Brackets 210 and 215 preferably comprise a tongue portion
221 and groove portion 209 that are sized so as to allow
bracket 210 and bracket 215 to be slideably engaged and
thereby cooperate to form a stable base for clamping appara-
tus 102. Bracket 210 and bracket 215 are held together by
inserting threaded connectors 222 into threaded apertures 216
and turning threaded connectors as is typical for joining
threaded components.

Springs 230, being positioned over the threads of threaded
connectors 222 and further being position and compressed
between bracket 210 and bracket 215 as the threaded body
portions of threaded connectors 222 are inserted into place
and screwed into position, create a spring tension and urge
bracket 210 and bracket 215 apart and away from each other.
This spring tension serves to reduce any undesirable “chat-
tering” that may occur if the various components of clamping
apparatus 102 were unrestrained by springs 230. In a hunting
situation, any unnatural and unusual noise is undesirable
since it may serve to alert and frighten the quarry. By includ-
ing springs 230 in the design of clamping apparatus 102, these
undesirable metallic noises can be reduced or eliminated. In
addition, the spring tension provided by springs 230 further
serve to fix brackets 210 and 215 into position, allowing for
rapid removal and re-insertion of firearm 105 into clamping
apparatus 102.

Bushings or washers 218 are positioned over the shaft of
threaded connectors 222. In the most preferred embodiments
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of the present invention, bushings or washers 218 are manu-
factured from nylon or other suitable durable and protective
material.

Threaded aperture 223 is most preferably positioned in the
central area of tongue portion 221 of bracket 215 and is sized
so as to accommodate a standard screw fitting such as is
common with standard mounting plates found in use to mount
cameras to camera tripods. This configuration allows a stan-
dard camera mounting bracket to be inserted into threaded
aperture 223 and, thereby, allows clamping apparatus 102 to
be attached or affixed to any standard tripod employing the
appropriate threaded aperture. While this is the most pre-
ferred embodiment of the present invention, those skilled in
the art will recognize that other mounting techniques and
devices may be suitably employed.

Referring now to FIG. 3, an end exploded view of a clamp-
ing apparatus in accordance with a preferred embodiment of
the present invention is depicted. As shown in FIG. 3, certain
preferred embodiments of the present invention will further
comprise a protective padding or cushioning material 310
applied to the inner surface of bracket 210 and bracket 215.
Protective padding or cushioning material 310 is provided for
several purposes. First, it can serve to protect the surface
finish of the object being clamped in clamping apparatus 102.
Additionally, in the most preferred embodiments of the
present invention, protective padding or cushioning material
310 can serve as a sponge-like cushioning agent to absorb
impacts and to distribute the force of impact over a larger
surface. Additionally, the resilient nature of the material
serves to help the surface of protective padding or cushioning
material 310 conform to the shape of the object being
clamped into clamping apparatus 102. This provides for a
better “grip” on the object and allows the object to be more
securely held in position. Protective padding or cushioning
material 310 is most preferably made from a rubber-like or
silicone-like material and may be affixed to backets 210 and
215 by any suitable means known to those skilled in the art.

In addition, FIG. 3 illustrates the use of a bolt 315 to attach
or affix a mounting plate 311 to the bottom of clamping
apparatus 102. FIG. 3 also illustrates the pivoting cam-lock-
ing head 305 of threaded connector 222. As shown in FIG. 3,
cam-locking head 305 is pivotably attached to a headless bolt
at the end of threaded connector 222. This allows cam-lock-
ing head 305 to pivot and “lock” into position when pressed
towards the body of bracket 215. Cam-locking heads 305 are
actuated by turning cam-locking heads to a neutral position
and rotating cam-locking heads clockwise or counter-clock-
wise, to urge brackets 210 and 215 towards each other or to
allow springs 230 to force brackets 210 and 215 away from
each other.

The combination of the spring tension exerted by springs
230 and the cam-locking nature of cam-locking head 305
provides a secure way to lock threaded connectors 222 into
position. Those skilled in the art will recognize that other
types of locking devices could be employed but the most
preferred embodiments of the present invention will employ
a cam-locking head 305. A traditional screw end or knurled
knob, while sufficient, may have a tendency to gradually
“unscrew” itself from threaded apertures 216 during trans-
portation or if subjected to jarring motions. That would be
undesirable for most hunting and other applications.

Referring now to FIG. 4, atop exploded view ofa clamping
apparatus in accordance with a preferred embodiment of the
present invention is depicted. As shown in FIG. 4, carve-outs
430 may be optionally installed into the body portion of
brackets 210 and 215. Carve-outs 430 represent the removal
of'some material from the body of brackets 210 and 215. This
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may be a removal completely through the body of brackets
210 and 215 to form apertures or a partial removal of material
to create pockets or indentations. In either case, the removal
of material to form carve-outs 430 will serve to reduce the
weight of clamping apparatus 102. Additionally, the pockets
or indentations will provide a recessed area suitable for
branding with trademarks, logos, or other indicia.

Referring now to FIG. 5, a side view of bracket 210 and
bracket 215 is depicted. FIG. 5 presents a more detailed view
of the tongue and groove relationship of slot or grooved
portion 209 in bracket 210 and the corresponding tongue
portion 221 that is formed in bracket 215. Additionally, FI1G.
5 illustrates that carve-outs 430 may be formed in the vertical
portions of brackets 210 and 215 as well as the horizontal
portions.

Referring now to FIG. 6 shows a flowchart illustrating a
method 600 for operating or using a clamping apparatus in
accordance with a preferred embodiment of the present
invention is depicted.

As shown in FIG. 6, a support structure for use in conjunc-
tion with a clamping apparatus is set up or deployed (step
610). In the most preferred embodiments ofthe present inven-
tion, the support structure is a standard camera-style tripod.

Next, a clamping apparatus is attached or affixed to an
object (step 620). In the most preferred embodiments of the
present invention, the object will be a firearm, and more
particularly, a long gun such as a hunting rifle. The preferred
operation for this step will involve placing the object into the
clamping apparatus and actuating the threaded connectors by
screwing them into position until the object is tightly
clamped. Then, the cam-lock heads can be rotated towards the
brackets, thereby firmly locking the object in place.

Next, the clamping apparatus, with the object firmly
clamped into position, will be attached or affixed to the sup-
port structure (step 630). In the most preferred embodiments
of the present invention, this step will comprise the step of
connecting the clamping apparatus to the head of the camera
tripod by coupling the standard mounting plate on the bottom
of the clamping apparatus to the head of the camera tripod
using the standard mounting bracket located on the head of
the camera tripod.

Next, the user will manipulate or use the object while it is
attached to the support structure (step 640). In the most pre-
ferred embodiments of the presenting invention, this step will
comprise the steps of aiming and firing the long gun. In the
application where the support structure is a standard camera
tripod, the user may actuate the tilt, pan, swivel, and rotate
features of the head of the camera tripod to more correctly
position the long gun in the appropriate direction.

Next, the user will remove the clamping apparatus from the
support structure (step 650). For the most preferred embodi-
ments of the present invention, this step entails the removal of
the clamping apparatus from the camera tripod by disengag-
ing the standard mounting plate that is affixed to the bottom of
the clamping apparatus from the standard mounting connec-
tor on the head of the camera tripod.

Next, the user will remove the clamping apparatus from the
object (step 660). In the most preferred embodiments of the
present invention, this step is a simple reversal of the steps
used to attach the clamping apparatus to the object. In this
case, releasing the cam-lock heads of the threaded connectors
and unscrewing them to the degree necessary to release the
object from the brackets. Those skilled in the art will recog-
nize that, depending on the circumstances, it may also be
desirable to leave the clamping apparatus attached to the
object, thereby allowing for rapid redeployment of the object.
This may be especially useful in situations where multiple
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objects are being alternatively removed and affixed to the
support structure, with each object having its own mounting
plate (e.g., camera or optical scope and a long gun).

Finally, the user will take down or disassemble the support
structure (step 670). Obviously, this option step need not be
followed in all circumstances. Additionally, as shown in FIG.
6, the user may choose instead to return to step 620 and attach
a different object to the support structure.

It should be noted that the steps presented in conjunction
with FIG. 6 are not necessarily accomplished in the order
presented. For example, it would be possible to affix or attach
the clamping mechanism to the support structure prior to
attaching the object to the clamping apparatus (e.g., perform-
ing step 630 prior to step 620). However, that sequence of
events may make it more difficult to attach the object to the
clamping apparatus to the object. Similarly, it would be pos-
sible to remove the object from the clamping apparatus prior
to removing the clamping apparatus from the support struc-
ture but that sequence of events may also be less efficient
(e.g., performing step 660 prior to step 650). Hence, the order
of'steps presented in FIG. 6 is the most preferred embodiment
for method 600 but is not exclusive.

In addition to providing the clamping apparatus of the
present invention as a stand-alone product, it is envisioned
that one or more preferred embodiments of the present inven-
tion will comprise a clamping apparatus, a tripod, a mounting
plate, and an instruction booklet being packaged and/or pro-
vided together as a single unit or kit.

From the foregoing description, it should be appreciated
that a preferred embodiment clamping of a clamping system
100 and a method of use for clamping system 100 are pro-
vided and present significant benefits that would be apparent
to one skilled in the art. Furthermore, it should be appreciated
that a vast number of variations in the embodiments exist.
Lastly, it should be appreciated that these embodiments are
preferred exemplary embodiments only, and are not intended
to limit the scope, applicability, or configuration of the inven-
tion in any way. Rather, the foregoing detailed description
provides those skilled in the art with a convenient framework
for implementing a preferred exemplary embodiment of the
invention, it being understood that various changes may be
made in the function and arrangement of elements described
in the exemplary preferred embodiment without departing
from the spirit and scope of the invention as set forth in the
appended claims.

The invention claimed is:

1. Apparatus for releasably attaching a firearm to a camera
stand having a standard camera tripod mount, the firearm
having a barrel and longitudinal axis parallel to the barrel, the
apparatus comprising:

a single U-shaped clamp having a width and a depth suffi-
cient to rigidly clamp the firearm along the sides thereof
at a single location along the length of the firearm, said
U-shaped clamp comprising;

(a) a first jaw member comprising a bracket having a
substantially L-shaped profile when viewed along an
axis parallel to the longitudinal axis of the firearm, the
first jaw member having a bottom portion and a side
portion;
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(b) a second jaw member comprising a bracket having a
substantially [-shaped profile when viewed along an
axis parallel to the longitudinal axis of the firearm, the
second jaw member having a bottom portion and a
side portion, the side portions of the first and second
jaw members forming substantially vertical side walls
disposed in a spaced apart configuration defining a
gap therebetween, the bottom portion of the second
jaw member including a protruding portion that slid-
ingly engages a corresponding opening formed in the
bottom portion of the first jaw member, the protruding
portion and corresponding opening cooperating to
maintain the side portions of the first and second jaw
members in a substantially parallel orientation while
enabling the gap between the side portions of the first
and second jaw members to be increased and
decreased;

(c) the bottom portion of one of the first jaw member and
the second jaw member comprising a threaded aper-
ture for attaching the first and second jaw members to
the standard camera tripod mount, the aperture being
positioned so that the standard camera tripod mount is
attached at a position located between the first and
second jaw members; and

(d) an adjustable fastener holding the side portions of the
first and second jaw members together, the adjustable
fastener including a handle capable of being manipu-
lated by one hand of a user to tighten the first and
second jaw members for securing the firearm between
the first and second jaw members.

2. The apparatus of claim 1, wherein the side portions of the
first and second jaw members each define an inward-facing
surface and wherein the first and second jaw members further
comprise a cushioning layer on the inward-facing surface of
each of the first and second jaw members.

3. The apparatus of claim 1, further comprising:

a resilient member urging the side portions of the first and
second jaw members apart to automatically open the
U-shaped clamp to release the firearm when the adjust-
able fastener is loosened.

4. The apparatus of claim 1, wherein:

the adjustable fastener comprises a threaded fastener
coupled to a cam member.

5. The apparatus of claim 1, wherein:

the adjustable fastener comprises a headless screw with a
threaded body portion and a cam-locking head pivotably
attached to the headless screw, the threaded body portion
engaging corresponding threads in the first jaw member
and the cam-locking head having a cam surface bearing
on a bearing surface of the second jaw member.

6. The apparatus of claim 3, further comprising:

a second adjustable fastener holding the side portions of the
first and second jaw members together; and

a second resilient member urging the side portions of the
first and second jaw members apart.

7. The apparatus of claim 1, further comprising:

a camera mounting plate for a quick-release head mount
attached the bottom portion of one of the first jaw mem-
ber and the second jaw member.
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